
NOTE:  The document identifier and heading have been changed MIL-PRF-27/37B
on this page to reflect that this is a performance specification. 7 February 1984      
There are no other changes to this document.  The document SUPERSEDING
identifier on subsequent pages has not been changed, but will MIL-T-27/37A
be changed the next time this document is revised. 20 October 1976

PERFORMANCE SPECIFICATION SHEET

TRANSFORMERS, POWER, 1.5 VOLT AMPERES, 400 HZ,
TF5S03ZZ400 TO TF5S03ZZ443, INCLUSIVE

This specification is approved for use by all Departments
and Agencies of the Department of Defense.

The complete requirements for acquiring the transformers described herein
shall consist of this specification and the latest issue of MIL-T-27.

NOTES:
1. Dimensions are in inches.
2. Metric equivalents are given for general information only.
3. Tolerance on terminal position dimensions is ±.005 (0.13 mm).
4. Marking shall be on the side of the case.
5. A white dot shall be marked on the side opposite the terminals,

over terminal 1, in addition to the terminal marking shown.
6. Secondary electrical values shall be marked as specified in table I, as applicable.

FIGURE 1.  Dimensions and configuration.
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INCHES    MM
   .002   0.05
   .02   0.5
   .03   0.8
   .032   0.81
   .13   3.3
   .25   6.4
   .47 11.9
   .600 15.24
   .75 19.1
   .800 20.3
 1.09 27.2








